
 

 

 MATERIAL SPECIFICATION & INSTALLATION GUIDE 
 
 

                           PRODUCT ITEM CODE & DESCRIPTION 
 

ML 261-SM ~ SURFACE MOUNT SINGLE TOILET ROLL HOLDER W/HOOD                                              

  
 

COMPONENT MATERIALS / FEATURES: 
 

#304 Grade Stainless Steel body/hoods - #3 Finish / Chrome Plated ABS Roller (Compression 

Release for Paper Replacement) / Holds Standard Toilet Paper Roll 
 

DIMENSIONS: 
 

Overall ~ 161mm W x 161mm H x 91mm O/A  D  
 

INSTALLATION: 
 

1. May be subject to Australian Building Code Regulations for height/location fixing and/or 

subject to placement as per architectural drawings, which in all cases is the responsibility 

of the installer re compliance.  
 

2. Remove Chrome Plated ABS Roller, locate unit at correct height on wall and mark using 

fixing holes in rear of holder, ensuring unit is level and even. Measure/Check Twice … Drill 

Once 
 

3. Drill holes through rear of unit then, prior to fitment, on the rear of the unit surround 

surface area place a solid bead of a suitable commercial grade “wet area” silicone sealant 

around the full perimeter  
 

4. Loosely secure unit to wall surface using appropriate screws/wall-plugs  
 

5. Check level then push firmly so as unit sits flush with wall section and creates a solid 

interface, then tighten fasteners,  
 

6. Re-locate Chrome Plated ABS Roller 
 

 

7. Clean off any excess silicone and leave to cure/set for at least 24 hours before use 
 

These units should only be installed by a competent tradesperson and Metlam Australia takes no 

responsibility for any damage to walls or fixtures due to incorrect installation.  


