
 

 

 MATERIAL SPECIFICATION & INSTALLATION GUIDE 
 

                           PRODUCT ITEM CODE & DESCRIPTION 
 
 

               ML 981 SERIES ~ SURFACE MOUNT MOP & BROOM HOLDER 

                                                

ML 981 - 3 Depicted 
 

COMPONENT MATERIALS: 
 

#304 Grade Stainless Steel Body & Holder Brackets - #3 Finish / HD Rubber, Spring 
Loaded Swivel Mop~Broom Grip held by Nickel Plated Pin 
 

DIMENSIONS: 
 

                                                                            

INSTALLATION: 
1. May be subject to Australian Building Code Regulations for height/location fixing and/or 

subject to placement as per architectural drawings, which in all cases is the responsibility 
of the installer re compliance. 
 

2. It is recommended that these units be either pre-fixed to an appropriate length batten, 
which in turn is securely affixed to the substrate (e.g. noggings) or, suitable fasteners / 
anchors are used to securely affix a unit to plasterboard/concrete or block walls. 

 

3. Locate and mark height on wall and mark using available fixing holes, ensuring unit is level 
and even. Measure/Check Twice … Drill Once 

 

4. Drill holes into substrate, insert fasteners / anchors and loosely secure unit to wall 
surface using appropriate fixings 

 

5. Check level and tighten fixings 
 
 

 

These units should only be installed by a competent tradesperson and Metlam Australia takes no 
responsibility for any damage to walls or fixtures due to incorrect installation. 


